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W MAIN UNIT OF INTERFACE

Car Brand Year Range
A4, Q7 2016 8.37
AUDI
A1l 2019 8.8”
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vy Network

digital multime dia DRIVING

W COMPONENTS

MAIN UNIT MAIN CABLE IR CABLE LVDS CABLE (A TYPE)

o =P =_

REVERSE CABLE

=

3 WWW.NETWORKDMB.COM



vy Network

digital multimedia DRIVING

E REVERSE :

(A TYPE) | CABLE

m HOW TO CONNECT

<u® FPG & PDC

MADE IN KOREA
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n> Network

digital multimedia DRIVING

wDIP S/W W FP60A SPEC
OFF : 4 (UP) / ON : ¥ (DOWN) 1. INPUT SPEC

1 x LVDS output
1 x CVBS(rear camera)
1 x CVBS(front camera or A/V)

OFF

ON 2. POWER SPEC

Input power : 8VDC ~ 18VDC
Consumption : SWATT

PIN FUNCTION DIP S/W SETTING 3. SIZE

1 X 123*88+20mm(Width*Length*Height)

2 VEHICLE SETTING 4. POWER 10pin

3 VEHICLE SETTING

- OEMOUT g
OFF : OEM CAMERA 3
4 REAR CAMERA ON : AFTERMARKET CAMERA
5 VEHICLE SETTING cves IN
or FRONT
6 ON
CAMERA g
OFF ” - t_-a\‘ ' -
ON AUDI A4, Q7 8.3" 2016 ,.,,__ ——
___7-_ — /
AUDI A1 8.8” 2019 CAM REAR GND/
12V OUT e
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n> Network

digital multimedia DRIVING

2. PLEASE INSERT CONNECTOR OF INTERFACE WITH THE BLACK POINT
IN THE UPWARD DIRECTION.

3. PICTURE OF CONNECTING CABLE.
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W HOW TO SWITCH SCREEN(1)

IT WILL COMPATIBLE WHEN YOU USE FRONT CAMERA

SCREEN WILL SWITCH WHEN YOU PRESS [IBJBUTTON FOR 2 SECONDS

OEM—FRONT CAMERA
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W HOW TO SWITCH SCREEN(2)

HOW TO USE IR TO SWITCH
SCREEN MANDATOR]

ONLY COMPATIBLE ON ORIGINAL SCREEN
PrESS'@4 TIMES + PRESS @ONCE

REAR MODE

AVC TYPE
AVC TIME
CAN TYPE

REAR MODE

DEFAULT SETTING

HOME MENU

g0

& Network

\

v

[R/C OF INTERFACE]

@ OEM CAM

@ AFTER CAM

® REAR OFF

REAR MODE
OEM CAM

REAR MODE
AFTER CAM

REAR MODE
REAR OFF
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